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(57) ABSTRACT

Ahub of a vehicle bearing device has a cylindrical portion and
a flange portion. The flange portion has a pin hole formation
portion, a reference position intermediate portion, separate
position intermediate portions, and build-up portions. The
reference position intermediate portion is formed between
bolthole formation portions. The first separate position inter-
mediate portion is formed between bolt hole formation por-
tions. The second separate position intermediate portion is
formed between bolt hole formation portions. The pin hole
formation portion is formed at the reference position inter-
mediate portion, and has a hub side pin hole. A pin for fixing
the hub and a brake rotor to each other is inserted into the hub
side pin hole. The build-up portions are formed on the sepa-
rate position intermediate portions, and are balanced in terms
of weight with the pin-hole formation portion.

8 Claims, 7 Drawing Sheets
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1
VEHICLE BEARING DEVICE

BACKGROUND

1. Technical Field

The present invention relates to a vehicle bearing device.

2. Description of Related Art

FIGS. 6 and 7 show a conventional vehicle bearing device
100.

As shown in FIG. 7, the vehicle bearing device 100 has a
hub 110. As shown in FIG. 6, the hub 110 has a cylindrical
portion 111, and a flange portion 120. The flange portion 120
has five bolt hole formation portions 121, a pin hole formation
portion 123, and four ribs 125. The bolt hole formation por-
tions 121 have hub side bolt holes 122. The five bolt hole
formation portions 121 are formed at equal intervals in the
peripheral direction of the flange portion 120.

The pin hole formation portion 123 is formed between one
of'the bolt hole formation portions 121 adjacent to each other
and another bolt hole formation portion 121. The pin hole
formation portion 123 has a hub side pin hole 124. Each rib
125 is formed between one of the bolt hole formation portions
121 adjacent to each other and another bolt hole formation
portion 121. The pin hole formation portion 123 and the four
ribs 125 are formed at equal intervals in the peripheral direc-
tion of the flange portion 120. Each rib 125 differs from the
pin hole formation portion 123 in that it has no hub side pin
hole 124; otherwise, it is of the same construction as the pin
hole formation portion 123. Patent Document 1 discloses a
vehicle bearing device having a structure similar to that of the
conventional vehicle bearing device 100.

FIG. 7 shows the relationship between the vehicle bearing
device 100 and a brake rotor 130.

The brake rotor 130 is fixed to the hub 110 by five wheel
bolts 140 and a pin 150. The brake rotor 130 has five rotor side
bolt holes 131 and a rotor side pin hole 132.

The brake rotor 130 is fixed to the hub 110 by the following
procedures.

First, the hub 110 of the vehicle bearing device 100 is
superimposed on the brake rotor 130. The hub side pin hole
124 is opposite to the rotor side pin hole 132. The hub side
bolt holes 122 are opposite to the rotor side bolt holes 131.

Next, a pin 150 is inserted into the rotor side pin hole 132
and the hub side pin hole 124. The pin 150 is inserted into the
rotor side pin hole 132 from the brake rotor 130 side. Next,
one wheel bolt 140 is inserted into a hub side bolt hole 122, a
rotor side bolt hole 131 and a bolt hole (not shown) foamed on
a wheel. This one wheel bolt 140 is screwed into the rotor side
bolt hole 131 from the side opposite to the brake rotor 130
side. By the same procedure, the remaining four wheel bolts
140 are inserted into the hub side bolt holes 122, the rotor side
bolt holes 131 and the bolt holes (not shown) formed on the
wheel.

Patent Document 1: US Patent Application Publication No.
2011/0127826

SUMMARY

The conventional vehicle bearing device 100 has four ribs
125 for balancing in terms of weight around the hub 110.
However, due to the existence of the four ribs 125, the weight
of the vehicle bearing device 100 is rather large.

The present invention has been made in view of the above
problem; it is an object of the present invention to provide a
vehicle bearing device whose hub is well-balanced in weight
and which helps to achieve a reduction in weight.
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2

The vehicle bearing device includes: a hub. The hub is a
portion to which a brake rotor is fixed and which has a cylin-
drical portion and a flange portion. The flange portion has a
plurality of bolt hole formation portions protruding out-
wardly from the cylindrical portion, one pin hole formation
portion, one reference position intermediate portion, two
adjacent position intermediate portions, one or a plurality of
separate position intermediate portions, and a balance adjust-
ment portion. The reference position intermediate portion is
formed between the bolt hole formation portions adjacent to
each other in the peripheral direction of the cylindrical por-
tion. The adjacent position intermediate portions are formed
between the bolt hole formation portions adjacent to each
other in the peripheral direction of the cylindrical portion, and
are formed at positions adjacent to the reference position
intermediate portion with the bolt hole formation portion
therebetween in the peripheral direction of the cylindrical
portion. The separate position intermediate portions are
formed between the bolt hole formation portions adjacent to
each other in the peripheral direction of the cylindrical por-
tion. The separate position intermediate portions are formed
at positions adjacent to the adjacent position intermediate
portions with the bolt hole formation portions therebetween
in the peripheral direction of the cylindrical portion and at
positions on the side opposite to the reference position inter-
mediate portion with respect to the adjacent position interme-
diate portions. The bolt hole formation portions have hub side
bolt holes. The plurality of bolt hole formation portions are
formed at equal intervals in the peripheral direction of the
flange portion. The hub side bolt holes are formed as portions
into which wheel bolts for fixing the hub and the brake rotor
to each other are inserted. The pin hole formation portion is
formed at the reference position intermediate portion, and has
a hub side pin hole. The hub side pin hole is formed as a
portion into which a pin for fixing the hub and the brake rotor
to each other is inserted. The balance adjustment portion is
formed at the one or the plurality of separate position inter-
mediate portions, and is well-balanced in weight with the pin
hole formation portion.

The present vehicle bearing device helps to keep a hub in
balance in terms of weight and to achieve a reduction in
weight.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a sectional view illustrating the overall structure
of'a vehicle bearing device according to a first embodiment.

FIG. 2 is a front view illustrating the front structure of ahub
according to the first embodiment.

FIG. 3 is a front view illustrating the front structure of ahub
according to a second embodiment.

FIG. 4 is a front view illustrating the front structure of ahub
according to a modification of the first embodiment.

FIG. 5 is a front view illustrating the front structure of ahub
according to a modification of the second embodiment.

FIG. 6 is a perspective view illustrating the structure in
perspective view of a hub of a conventional vehicle bearing
device.

FIG. 7 is a perspective view illustrating the step of fixing to
each other the hub and the brake rotor of the conventional
vehicle bearing device.

DETAILED DESCRIPTION

(First Embodiment)
The construction of a vehicle bearing device 10 will be
described with reference to FIGS. 1 and 2.
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As shown in FIG. 1, the vehicle bearing device 10 is formed
as a bearing device for a driven wheel. The vehicle bearing
device 10 has an outer ring 11, an inner ring 12, rolling
elements 13, and a hub 20. The vehicle bearing device 10 is
fixed to a brake rotor 40 by a wheel bolt (not shown) and a pin
50.

The inner ring 12 is fixed to the outer peripheral portion of
the hub 20. The rolling elements 13 are arranged between the
outer ring 11 and the inner ring 12 and between the outer ring
11 and the hub 20. The outer ring 11 is arranged around the
inner ring 12. The inner ring 12 and the hub 20 rotate relative
to the outer ring 11.

The hub 20 has a cylindrical portion 21 and a flange portion
30. The cylindrical portion 21 has an axle arrangement hole
21A. The axle arrangement hole 21A is formed at an end
portion in the axial direction of the cylindrical portion 21
(hereinafter referred to as the “axial direction X.” The hub 20
has the axial direction X, a peripheral direction R, and a radial
direction Z. The axial direction X is a direction parallel to the
center axis P of the hub 20. The peripheral direction R is the
rotational direction around the center axis P of the hub 20. The
peripheral direction R includes a first peripheral direction RA
and a second peripheral direction RB. The first peripheral
direction RA is a clockwise direction with respect to the
center axis P as seen in FIG. 2. The second peripheral direc-
tion RB is a counterclockwise direction with respect to the
center axis P as seen in FIG. 2. The radial direction Z is a
radial direction around the center axis P. In the following
description, a plane orthogonal to the center axis P will be
referred to as the reference plane.

As shown in FIG. 2, the flange portion 30 has an inner
peripheral portion 31, a bolt hole formation portion group 32,
apin hole formation portion 34, and a first build-up portion 36
and a second build-up portion 37 as balance adjustment por-
tions. The flange portion 30 has a reference position interme-
diate portion 38A, a first adjacent position intermediate por-
tion 38B, a second adjacent position intermediate portion
38C, a first separate position intermediate portion 38D, and a
second separate position intermediate portion 38E. The
flange portion 30 has a wheel facing surface 30A (refer to
FIG. 1) and a vehicle body facing surface 30B. The flange
portion 30 is coaxial with the center axis P of the hub 20. The
maximum radius of the flange portion 30 (hereinafter referred
to as the “flange maximum radius DH”) is determined by a
phantom circle CD formed around the center axis P. The
minimum radius of the flange portion 30 (hereinafter referred
to as the “flange minimum radius DL”) is determined by the
outer peripheral surface of an inner peripheral portion 31.

As shown in FIG. 1, the wheel facing surface 30 A faces the
brake rotor 40 in the axial direction X. The wheel facing
surface 30A has a flat configuration. The vehicle body facing
surface 30B faces the vehicle body (not shown) in the axial
direction X. The vehicle body facing surface 30B has a curved
configuration.

As shown in FIG. 2, the inner peripheral portion 31 has an
annular configuration. The inner peripheral portion 31 is
formed integrally with the cylindrical portion 21. The inner
peripheral portion 31 protrudes outwards in the radial direc-
tion Z (hereinafter referred to as “outward ZA”) from the
outer peripheral portion of the cylindrical portion 21. The
portions of the inner peripheral portion 31 corresponding to
the intermediate portions 38A through 38E have a flange
minimum diameter DL.

In the first peripheral direction RA, the bolt hole formation
portion group 32 has bolt hole formation portions 32A
through 32E in the order of: the first bolt hole formation
portion 32A, the second bolt hole formation portion 32B, the
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4

third bolt hole formation portion 32C, the fourth bolt hole
formation portion 32D, and the fifth bolt hole formation por-
tion 32E. The bolt hole formation portions 32A through 32E
have a flange maximum diameter DH. The distal end portions
of the bolt hole formation portions 32A through 32E are
situated on the phantom circle CD.

Each of the bolt hole formation portions 32A through 32E
has a hub side bolt hole 33. The bolt hole formation portions
32A through 32E protrude outwards ZA from the inner
peripheral portion 31. The bolt hole formation portions 32A
through 32E are formed at equal intervals in the peripheral
direction R. The bolt hole formation portions 32A through
32E are adjacent to each other in the peripheral direction R at
a predetermined interval. The bolt hole formation portions
32A through 32FE are of the same configuration. The distal end
portions in the radial direction of the bolt hole formation
portions 32A through 32E are of an arcuate configuration,
with their central portions in the peripheral direction R pro-
truding furthermost outwards ZA. The sizes of the respective
bolt hole formation portions 32A to 32E in the peripheral
direction R are the same with one another.

The first bolt hole formation portion 32A and the second
bolt hole formation portion 32B are adjacent to each other in
the peripheral direction R with the first separate position
intermediate portion 38D therebetween. The second bolt hole
formation portion 32B and the third bolt hole formation por-
tion 32C are adjacent to each other in the peripheral direction
R with the first adjacent position intermediate portion 38B
therebetween. The third bolt hole formation portion 32C and
the fourth bolt hole formation portion 32D are adjacent to
each other in the peripheral direction R with the reference
position intermediate portion 38A therebetween. The fourth
bolt hole formation portion 32D and the fifth bolt hole for-
mation portion 32E are adjacent to each other in the periph-
eral direction R with the second adjacent position intermedi-
ate portion 38C therebetween. The fifth bolt hole formation
portion 32EF and the first bolt hole formation portion 32A are
adjacent to each other in the peripheral direction R with the
second separate position intermediate portion 38E therebe-
tween.

The hub side bolt holes 33 extend through the bolt hole
formation portions 32A through 32E in the axial direction X.
Each hub side bolt hole 33 has a female screw. The five hub
side bolt holes 33 are formed at equal intervals in the periph-
eral direction R.

The reference position intermediate portion 38A, the first
adjacent position intermediate portion 38B, the second adja-
cent position intermediate portion 38C, the first separate posi-
tion intermediate portion 38D, and the second separate posi-
tion intermediate portion 38E correspond to the spaces
formed through partial lightening of the flange of an annular
configuration.

The reference position intermediate portion 38A corre-
sponds to a space surrounded, in the reference plane, by the
inner peripheral portion 31, the phantom circle CD, a side
portion of the third bolt hole formation portion 32C, and a
side portion of the fourth bolt hole formation portion 32D. In
the reference plane, the reference position intermediate por-
tion 38A is opposite to the first bolt hole formation portion
32A via the center axis P of the hub 20.

The first adjacent position intermediate portion 38B corre-
sponds to a space surrounded, in the reference plane, by the
inner peripheral portion 31, the phantom circle CD, a side
portion of the third bolt hole formation portion 32C, and a
side portion of the second bolt hole formation portion 32B.
The first adjacent position intermediate portion 38B is adja-
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cent to the reference position intermediate portion 38A in the
peripheral direction R with the third bolt hole formation por-
tion 32C therebetween.

The second adjacent position intermediate portion 38C
corresponds to a space surrounded, in the reference plane, by
the inner peripheral portion 31, the phantom circle CD, a side
portion of the fourth bolt hole formation portion 32D, and a
side portion of the fifth bolt hole formation portion 32E. The
second adjacent position intermediate portion 38C is adjacent
to the reference position intermediate portion 38A in the
peripheral direction R with the fourth bolt hole formation
portion 32D therebetween.

The first separate position intermediate portion 38D corre-
sponds to a space surrounded, in the reference plane, by the
inner peripheral portion 31, the phantom circle CD, a side
portion of the second bolt hole formation portion 32B, and a
side portion of the first bolt hole formation portion 32A. The
first separate position intermediate portion 38D is adjacent to
the first adjacent position intermediate portion 38B in the
peripheral direction R with the second bolt hole formation
portion 32B therebetween.

The second separate position intermediate portion 38E
corresponds to a space surrounded, in the reference plane, by
the inner peripheral portion 31, the phantom circle CD, a side
portion of the fifth bolt hole formation portion 32E, and a side
portion of the first bolt hole formation portion 32A. The
second separate position intermediate portion 38E is adjacent
to the second adjacent position intermediate portion 38C in
the peripheral direction R with the fifth bolt hole formation
portion 32F therebetween.

The pin hole formation portion 34 is formed integrally with
the inner peripheral portion 31. The pin hole formation por-
tion 34 protrudes outwards ZA from the inner peripheral
portion 31. The pin hole formation portion 34 is formed in the
reference position intermediate portion 38A. In the reference
plane, the pin hole formation portion 34 is opposite to the first
bolt hole formation portion 32A with the center axis P of the
flange portion 30 therebetween. The pin hole formation por-
tion 34 has a hub side pin hole 35. The distal end portion on
the outward ZA side of the pin hole formation portion 34 has
an arcuate configuration whose central portion in the periph-
eral direction R protrudes furthermost outwards ZA in the
radial direction Z.

The length of the pin hole formation portion 34 (hereinafter
referred to as the “insertion portion length HP”) is smaller
than the length of the bolt hole formation portions 32A
through 32E (hereinafter referred to as the “formation portion
length HB”). In the reference plane, the insertion portion
length HP indicates the distance from a phantom circle CC
passing the outer peripheral surface of the inner peripheral
portion 31 to the distal end portion of the pin hole formation
portion 34. The formation portion length HB indicates, in the
reference plane, the distance from the phantom circle CC
passing the outer peripheral surface of the inner peripheral
portion 31 to the distal end portion on the outward ZA side of
each of the bolt hole formation portions 32A through 32E.

As shown in FIG. 1, the thickness of the pin hole formation
portion 34 (hereinafter referred to as the “insertion portion
thickness TP”) is smaller than the thickness of the bolt hole
formation portions 32A through 32E (hereinafter referred to
as the “formation portion thickness TB”). In the axial direc-
tion X, the insertion portion thickness TP indicates the dis-
tance from the wheel facing surface 30A of the pin hole
formation portion 34 to the vehicle body facing surface 30B.
In the axial direction X, the formation portion thickness TB
indicates the distance from the wheel facing surface 30A to
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the vehicle body facing surface 30B of each of the bolt hole
formation portions 32A through 32E.

The hub side pin hole 35 extends through the pin hole
formation portion 34 in the axial direction X. The hub side pin
hole 35 is formed as a portion into which the pin 50 is inserted.
The hub side pin hole 35 has a female screw. The center axis
of the hub side pin hole 35 is situated on a phantom line LA
passing the hub side bolt hole 33 of the first bolt hole forma-
tion portion 32 A and the center axis P ofthe flange portion 30.

As shown in FIG. 2, the first build-up portion 36 is formed
integrally with the first bolt hole formation portion 32A. The
first build-up portion 36 is formed on the side portion on the
first peripheral direction RA side of the first bolt hole forma-
tion portion 32A. The first build-up portion 36 is formed in the
first separate position intermediate portion 38D. The thick-
ness of the first build-up portion 36 is smaller than the for-
mation portion thickness TB. The thickness of the first build-
up portion 36 indicates the dimension from the wheel facing
surface 30A (refer to FIG. 1) to the vehicle body facing
surface 30B of the first build-up portion 36.

The second build-up portion 37 is formed integrally with
the first bolt hole formation portion 32A. The second build-up
portion 37 is formed on the side portion on the second periph-
eral direction RB side of the first bolt hole formation portion
32A. The second build-up portion 37 is formed in the second
separate position intermediate portion 38E. The thickness of
the second build-up portion 37 is smaller than the formation
portion thickness TB. The thickness of the second build-up
portion 37 indicates the dimension from the wheel facing
surface 30A (refer to FIG. 1) to the vehicle body facing
surface 30B of the second build-up portion 37.

The first build-up portion 36 has a volume VA and a weight
WA. The second build-up portion 37 has a volume VB and a
weight WB. The pin hole formation portion 34 has a volume
VC and a weight WC. The sum of the volume VA and the
volume VB is equal to the volume VC. The sum of the weight
WA and the weight WB is equal to the weight WC. Thus, the
first build-up portion 36 and the second build-up portion 37
are balanced with the pin hole formation portion 34 in terms
of weight.

A method for fixing the brake rotor 40 to the hub 20 will be
described with reference to FIG. 1. The brake rotor 40 has five
rotor side bolt holes 41 and one rotor side pin hole 42.

The brake rotor 40 is fixed to the hub 20 by the following
procedure.

First, the hub 20 of the vehicle bearing device 10 is super-
imposed on the brake rotor 40. The hub side pin hole 35 is
opposite to the rotor side pin hole 42. The hub side bolt holes
33 are opposite to the rotor side bolt holes 41.

Next, the pin 50 is inserted into the rotor side pin hole 42
and the hub side pin hole 35. The pin 50 is inserted into the
rotor side pin hole 42 from the brake rotor 40 side.

Next, one wheel bolt (not shown) is inserted into the hub
side pinhole 35, the rotor side bolt hole 41 and a bolthole (not
shown) formed on the wheel. This one wheel bolt (not shown)
is screwed into the rotor side bolt hole 41 from the side
opposite to the brake rotor 130 side. By the same procedure,
the remaining four wheel bolts (not shown) are inserted into
the hub side pin holes 35, the rotor side bolt holes 41 and bolt
holes (not shown) formed on the wheel.

The operation of the vehicle bearing device 10 will be
described in comparison with the hub of the comparative
example.

The hub of the comparative example (hereinafter referred
to as the “comparative hub”) differs from the hub 20 in that
the first build-up portion 36 and the second build-up portion
37 do not exist thereon; otherwise, it is of the same construc-
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tion as the hub 20. For the sake of convenience, in the follow-
ing description, the components of the comparative hub com-
mon to those of the hub 20 are indicated by the same reference
numerals as those of the hub 20.

The comparative hub has one pin hole formation portion
34. Thus, due to the existence of the pin hole formation
portion 34, even if the bolt hole formation portions 32A
through 32E are formed in the same configuration, the com-
parative hub as a whole cannot attain balance in terms of
weight. Thus, balancing in weight of the comparative hub as
a whole is desired. One way of attaining balance in weight is
to form a rib of a configuration similar to or the same as that
of the pin hole formation portion 34 in the intermediate por-
tions 38B through 38E other than the reference position inter-
mediate portion 38A. In the case of this method, such a rib is
formed on each of the intermediate portions 38B through
38E, resulting in an increase in the weight of the comparative
hub. Thus, while it makes it possible to attain balance in terms
of' weight, this method is undesirable from the viewpoint of a
reduction in weight.

In addition to the single pin hole formation portion 34, the
hub 20 has the first build-up portion 36 and the second build-
up portion 37. The first build-up portion 36 and the second
build-up portion 37 cooperate to help attain balance in weight
with the pin hole formation portion 34. On the other hand, the
hub 20 has no balance adjustment portion for attaining bal-
ance in weight with the single pin hole formation portion 34
on the first adjacent position intermediate portion 38B and the
second adjacent position intermediate portion 38C. As a
result, the hub 20 is reduced in weight as compared with the
comparative hub. That is, the hub 20 has a structure balanced
in weight and contributing to a reduction in weight.

The vehicle bearing device 10 according to the first
embodiment has the following advantages:

(1) The flange portion 30 has the build-up portions 36 and
37 as balance adjustment portions on the separate position
intermediate portions 38D and 38E. Thus, the hub 20 can be
balanced in terms of weight; further, the hub 20 can be
reduced in weight as compared with the comparative hub.

(2) The radius of the hub 20 at the reference position
intermediate portion 38A, the adjacent position intermediate
portions 38B and 38C, and the separate position intermediate
portions 38D and 38E, is smaller than the radius of the hub 20
at the bolt hole formation portions 32A through 32E. That is,
in the flange portion 30, lightening is effected at the reference
position intermediate portion 38A, the adjacent position
intermediate portions 38B and 38C, and the separate position
intermediate portions 38D and 38E. Thus, it is possible to
achieve a further reduction in the weight of the hub 20.
(Second Embodiment)

The construction of the vehicle bearing device 10 accord-
ing to the second embodiment differs from that of the vehicle
bearing device 10 according to the first embodiment in the
following portions; otherwise, the second embodiment is of
the same construction as the first embodiment. The vehicle
bearing device 10 according to the first embodiment has five
bolt holes 33. The vehicle bearing device 10 according to the
second embodiment has four bolt holes 63.

As shown in FIG. 3, the flange portion 30 has the inner
peripheral portion 31, a bolt hole formation portion group 62,
apin hole formation portion 64, and a first build-up portion 66
and a second build-up portion 67 as balance adjustment por-
tions. The flange portion 30 has a reference position interme-
diate portion 68A, a first adjacent position intermediate por-
tion 68B, a second adjacent position intermediate portion
68C, and a separate position intermediate portion 68D.
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The bolt hole formation portion group 62 has bolt hole
formation portions 62A through 62D in the first peripheral
direction RA in the following order: the first bolt hole forma-
tion portion 62 A, the second bolt hole formation portion 62B,
the third bolt hole formation portion 62C, and the fourth bolt
hole formation portion 62D.

Each of the bolt hole formation portions 62A through 62D
has a hub side bolt hole 63. The bolt hole formation portions
62A through 62D are formed at equal intervals in the periph-
eral direction R. The bolt hole formation portions 62A
through 62D are adjacent to each other in the peripheral
direction R at a predetermined interval. The bolt hole forma-
tion portions 62A through 62D are of the same configuration.
The sizes of the respective bolt hole formation portions 62A
to 62D in the peripheral direction R are the same with one
another.

The first bolt hole formation portion 62A and the second
bolt hole formation portion 62B are adjacent to each other in
the peripheral direction R with the separate position interme-
diate portion 68D therebetween. The second bolt hole forma-
tion portion 62B and the third bolt hole formation portion 62C
are adjacent to each other in the peripheral direction R with
the first adjacent position intermediate portion 68B therebe-
tween. The first bolt hole formation portion 62A and the
fourth bolt hole formation portion 62D are adjacent to each
other in the peripheral direction R with the second adjacent
position intermediate portion 68C therebetween. The third
bolt hole formation portion 62C and the fourth bolt hole
formation portion 62D are adjacent to each other in the
peripheral direction R with the reference position intermedi-
ate portion 68A therebetween.

The five hub side bolt holes 63 are formed at equal intervals
in the peripheral direction R.

The reference position intermediate portion 68A, the first
adjacent position intermediate portion 68B, the second adja-
cent position intermediate portion 68C, and the separate posi-
tion intermediate portion 68D correspond to spaces formed
through partial lightening of the annular flange.

The reference position intermediate portion 68A corre-
sponds to a space surrounded, in the reference plane, by the
inner peripheral portion 31, the phantom circle CD, a side
portion of the third bolt hole formation portion 62C, and the
fourth bolt hole formation portion 62D. In the reference
plane, the reference position intermediate portion 68A is
opposite to the separate position intermediate portion 68D via
the center axis P of the hub 20.

The first adjacent position intermediate portion 68B corre-
sponds to a space surrounded, in the reference plane, by the
inner peripheral portion 31, the phantom circle CD, a side
portion of the third bolt hole formation portion 62C, and a
side portion of the second bolt hole formation portion 62B.
The first adjacent position intermediate portion 68B is adja-
cent to the reference position intermediate portion 68A in the
peripheral direction R with the third bolt hole formation por-
tion 62C therebetween.

The second adjacent position intermediate portion 68C
corresponds to a space surrounded, in the reference plane, by
the inner peripheral portion 31, the phantom circle CD, a side
portion of the fourth bolt hole formation portion 62D, and a
side portion of the first bolt hole formation portion 62A. The
second adjacent position intermediate portion 68C is adjacent
to the reference position intermediate portion 68A in the
peripheral direction R with the fourth bolt hole formation
portion 62D therebetween.

The separate position intermediate portion 68D corre-
sponds to a space surrounded, in the reference plane, by the
inner peripheral portion 31, the phantom circle CD, a side
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portion of the second bolt hole formation portion 62B, and a
side portion of the first bolt hole formation portion 62A. The
separate position intermediate portion 68D is adjacent to the
first adjacent position intermediate portion 68B in the periph-
eral direction R with the second bolt hole formation portion
62B therebetween. The separate position intermediate por-
tion 68D is adjacent to the second adjacent position interme-
diate portion 68C in the peripheral direction R with the first
bolt hole formation portion 62A therebetween.

The pin hole formation portion 64 is formed in the refer-
ence position intermediate portion 68A. In the reference
plane, the pin hole formation portion 64 is opposite to the
separate position intermediate portion 68D with the center
axis P of the flange portion 30 therebetween. The pin hole
formation portion 64 has a hub side pin insertion hole 65.

The first build-up portion 66 is formed integrally with the
second bolt hole formation portion 62B. The first build-up
portion 66 is formed on the side portion on the second periph-
eral direction RB side of the second bolt hole formation
portion 62B. The first build-up portion 66 is formed on the
separate position intermediate portion 68D. The thickness of
the first build-up portion 66 is smaller than the formation
portion thickness TB. The thickness of the first build-up por-
tion 66 indicates the dimension from the wheel facing surface
30A (refer to FIG. 1) to the vehicle body facing surface 30B
of the first build-up portion 66.

The second build-up portion 67 is formed integrally with
the first bolt hole formation portion 62A. The second build-up
portion 67 is formed on the side portion on the second periph-
eral direction RB side of the first bolt hole formation portion
62A. The second build-up portion 67 is formed on the sepa-
rate position intermediate portion 68D. The thickness of the
second build-up portion 67 is smaller than the formation
portion thickness TB. The thickness of the second build-up
portion 67 indicates the dimension from the wheel facing
surface 30A (refer to FIG. 1) to the vehicle body facing
surface 30B of the second build-up portion 67.

The first build-up portion 66 has a volume VD and a weight
WD. The second build-up portion 67 has a volume VE and a
weight WE. The pin hole formation portion 64 has a volume
VF and a weight WF. The sum of the volume VD and the
volume VE is equal to the volume VF. The sum of the weight
WD and the weight WE is equal to the weight WF. Thus, the
first build-up portion 66 and the second build-up portion 67
are balanced with the pin hole formation portion 64 in terms
of weight.

The vehicle bearing device 10 according to the second
embodiment provides effects corresponding to the effects (1)
and (2) of the first embodiment. Thus, the vehicle bearing
device 10 according to the second embodiment helps to bring
ahub into balance in terms of weight and to achieve reduction
in weight.

(Other Embodiments)

The present vehicle bearing device includes embodiments
other than the above-described embodiments. In the follow-
ing, modifications of the above embodiments as other
embodiments will be described. The following modifications
may be combined with each other.

In the hub 20 according to the first embodiment, part of the
reference position intermediate portion 38 A, the whole of the
adjacent position intermediate portions 38B and 38C, and
part of the separate position intermediate portions 38D and
38E are formed as spaces. However, the construction of the
hub 20 is not restricted to this one. For example, the hub 20
according to the modification shown in FIG. 4 has an outer
peripheral portion 39 at the reference position intermediate
portion 38A, the adjacent position intermediate portions 38B
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and 38C, and the separate position intermediate portions 38D
and 38E. The outer periphery of the outer peripheral portion
39 is identical with the phantom circle CD. The thickness of
the outer peripheral portion 39 is smaller than the formation
portion thickness TB and the insertion portion thickness TP.
The thickness of the outer peripheral portion 39 indicates the
dimension of the outer peripheral portion 39 as measured
from the wheel facing surface 30A (refer to FIG. 1) to the
vehicle body facing surface 30B.

The first build-up portion 36 and the second build-up por-
tion 37 of'the first embodiment are formed integrally with the
first bolt hole formation portion 32A. However, the construc-
tion of the first build-up portion 36 and the second build-up
portion 37 is not restricted to this one. For example, the first
build-up portion 36 according to the modification is formed
on the side portion on the second peripheral direction RB side
of the second bolt hole formation portion 32B. The second
build-up portion 37 according to the modification is formed
on the side portion on the first peripheral direction RA side of
the fifth bolt hole formation portion 32E.

In the hub 20 of the second embodiment, the build-up
portions 66 and 67 are formed on the flange portion 30.
However, the construction of the hub 20 is not restricted to
this one. For example, the build-up portions 66 and 67 are
omitted in the hub 20 according to the modification shown in
FIG. 5. This hub 20 has, on the flange portion 30, a protrusion
69 as a balance adjustment portion. The protrusion 69 is
formed at the central portion in the peripheral direction R of
the separate position intermediate portion 68D. The protru-
sion 69 protrudes outwards ZA from the inner peripheral
portion 31. The protrusion 69 is of the same configuration as
the pin hole formation portion 64. The volume of the protru-
sion 69 is equal to the volume of the pin hole formation
portion 64. The protrusion 69 is balanced inn terms of weight
with the pinhole formation portion 64. The protrusion 69 may
also be of a configuration different from that of the pin hole
formation portion 64.

In the hub 20 according to the second embodiment, light-
ening is effected at the reference position intermediate por-
tion 68 A, the adjacent position intermediate portions 68B and
68C, and the separate position intermediate portion 68D.
However, the construction of the hub 20 is not restricted to
this one. For example, the hub 20 according to a modification
exhibits an outer peripheral portion at the reference position
intermediate portion 68A, the adjacent position intermediate
portions 68B and 68C, and the separate position intermediate
portion 68D. The outer periphery of the outer peripheral
portion is identical with the phantom circle CD. The thickness
of the outer peripheral portion is smaller than the formation
portion thickness TB and the insertion portion thickness TP.
The thickness of the outer peripheral portion indicates the
dimension of the outer peripheral portion as measured from
the wheel facing surface 30A to the vehicle body facing
surface 30B.

The hub side pin hole 35 of the above embodiments
extends through the pin hole formation portion 34. However,
the construction of the hub side pin hole 35 is not restricted to
this one. For example, the hub side pin hole 35 according to a
modification does not extend through the pin hole formation
portion 34.

The hub side pin hole 35 of the above embodiments has a
female screw. However, the construction of the hub side pin
hole 35 is not restricted to this one. For example, the pin hole
35 according to a modification has no female screw.

In the flange portion 30 of the above embodiments, the
thickness ofthe build-up portions 36, 37, 66, and 67 is smaller
than the formation portion thickness TB. However, the con-
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struction of the flange portion 30 is not restricted to this one.
For example, the thickness of build-up portions 36, 37, 66,
and 67 according to a modification is equal to the formation
portion thickness TB or larger than the formation portion
thickness TB.
The vehicle bearing device 10 of the above embodiments
has the inner ring 12 separate from the hub 20. However, the
construction of the vehicle bearing device 10 is not restricted
to this one. For example, in the vehicle bearing device 10
according to a modification, the hub 20 and the inner ring 12
are formed integrally.
The vehicle bearing device 10 of the above embodiments is
formed as a bearing device for a driven wheel. However, this
should not be construed restrictively. For example, the vehicle
bearing device 10 according to a modification is formed as a
bearing device for a driving wheel.
What is claimed is:
1. A vehicle bearing device with a hub,
wherein the hub is a portion to which a brake rotor is fixed
and which has a cylindrical portion and a flange portion;

the flange portion has a plurality of bolt hole formation
portions protruding outwardly from the cylindrical por-
tion, one pin hole formation portion, one reference posi-
tion intermediate portion, two adjacent position inter-
mediate portions, one or a plurality of separate position
intermediate portions, and a balance adjustment portion;

the reference position intermediate portion is formed
between the bolt hole formation portions adjacent to
each other in the peripheral direction of the cylindrical
portion;

the adjacent position intermediate portions are formed

between the bolt hole formation portions adjacent to
each other in the peripheral direction of the cylindrical
portion, and are formed at positions adjacent to the ref-
erence position intermediate portion with the bolt hole
formation portion therebetween in the peripheral direc-
tion of the cylindrical portion;

the separate position intermediate portions are formed

between the bolt hole formation portions adjacent to
each other in the peripheral direction of the cylindrical
portion, and are formed at positions adjacent to the adja-
cent position intermediate portions with the bolt hole
formation portions therebetween in the peripheral direc-
tion of the cylindrical portion and at positions on the side
opposite to the reference position intermediate portion
with respect to the adjacent position intermediate por-
tions;

the bolt hole formation portions have hub side bolt holes;

the plurality of bolt hole formation portions are formed at

equal intervals in the peripheral direction of the flange
portion;

the hub side bolt holes are formed as portions into which

wheel bolts for fixing the hub and the brake rotor to each
other are inserted;

the pin hole formation portion is formed at the reference

position intermediate portion, and has a hub side pin
hole;

the hub side pin hole is formed as a portion into which a pin

for fixing the hub and the brake rotor to each other is
inserted; and

the balance adjustment portion is formed at the one or the

plurality of separate position intermediate portions, and
the balance adjustment portion is balanced in weight
with the pin hole formation portion.

2. The vehicle bearing device according to claim 1,
wherein the radius of the hub at the one reference position
intermediate portion, the two adjacent position intermediate
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portions, and the one or the plurality of separate position
intermediate portions is smaller than the radius of the hub at
the bolt hole formation portions.

3. The vehicle bearing device according to claim 1,
wherein the flange portion has a build-up portion as the bal-
ance adjustment portion; and

the build-up portion is formed integrally with the bolt hole

formation portion forming the separate position inter-
mediate portion.

4. The vehicle bearing device according to claim 3,
wherein the flange portion has the five bolt hole formation
portions, and the plurality of build-up portions;

one of the plurality of build-up portions is formed inte-

grally with one side portion in the peripheral direction of
the bolt hole formation portion opposite to the hub side
pin hole with the center axis of the hub therebetween;
and

another of the plurality of build-up portions is formed

integrally with the other side portion in the peripheral
direction of the bolt hole formation portion opposite to
the hub side pin hole with the center axis of the hub
therebetween.

5. The vehicle bearing device according to claim 3,
wherein the flange portion has the four bolt hole formation
portions, and the plurality of build-up portions;

one of the plurality of build-up portions is formed inte-

grally with a side portion of one bolt hole formation
portion forming the separate position intermediate por-
tion; and

another of the plurality of build-up portions is formed

integrally with a side portion of the other bolt hole for-
mation portion forming the separate position intermedi-
ate portion.

6. The vehicle bearing device according to claim 1,
wherein the balance adjustment portion is formed as a pro-
trusion protruding outwardly from the cylindrical portion.

7. The vehicle bearing device according to claim 6,
wherein the flange portion has the four bolt hole formation
portions; and

the protrusion is formed at a central portion of the separate

position intermediate portion opposite to the hub side
pin hole with the center axis of the hub therebetween.
8. A vehicle bearing device with a hub,
wherein the hub is a portion to which a brake rotor is fixed
and which has a cylindrical portion and a flange portion;

the flange portion has a plurality of bolt hole formation
portions protruding outwardly from the cylindrical por-
tion, one pin hole formation portion, one reference posi-
tion intermediate portion, two adjacent position inter-
mediate portions, one or a plurality of separate position
intermediate portions, and a balance adjustment portion;

the reference position intermediate portion is formed
between the bolt hole formation portions adjacent to
each other in the peripheral direction of the cylindrical
portion;

the adjacent position intermediate portions are formed

between the bolt hole formation portions adjacent to
each other in the peripheral direction of the cylindrical
portion, and are formed at positions adjacent to the ref-
erence position intermediate portion with the bolt hole
formation portion therebetween in the peripheral direc-
tion of the cylindrical portion;

the separate position intermediate portions are formed

between the bolt hole formation portions adjacent to
each other in the peripheral direction of the cylindrical
portion, and are formed at positions adjacent to the adja-
cent position intermediate portions with the bolt hole
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formation portions therebetween in the peripheral direc-
tion of the cylindrical portion and at positions on the side
opposite to the reference position intermediate portion
with respect to the adjacent position intermediate por-
tions;

the bolt hole formation portions have hub side bolt holes;

the plurality of bolt hole formation portions are formed at
equal intervals in the peripheral direction of the flange
portion;

the hub side bolt holes are formed as portions into which
wheel bolts for fixing the hub and the brake rotor to each
other are inserted;

the pin hole formation portion is formed at the reference
position intermediate portion, and has a hub side pin
hole;

the hub side pin hole is formed as a portion into which a pin
for fixing the hub and the brake rotor to each other is
inserted; and

the balance adjustment portion is formed at the one or the
plurality of separate position intermediate portions, and
a weight of the balance adjustment portion is equal to a
weight of the pin hole formation portion.
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